ISO 6149 THREADED ELBOW FLANGES

SAE BOLT PATTERN 61 SERIES
[e] G
FLS‘;:I(:E F;?;I-Er Nl'::\’ll;:R A B c D E F S H K PART NO. i U::.: SIKzIET<D O-RING wT
1/> -8 Z:gz:gz:gz: 2.00|2.12 | 1.44 | 1.500 | .688 | .50 5/i36‘f18 75 |M18 x 1.5| K341 | 5/16-18x2 210 1.5
34 (=10 2:82:12:18: 2.50 | 2.62|1.70 | 1.875 | .875 | .50 3/';_116 88 |M22x 1.5 | K392 | 3/8:16x21/2 214 2.6
34 =12 Z:gg:iiji: 2.502.62|1.70 | 1.875| .875 | .75 3/';_116 88 | M27x2 | K392 | 3/8:16x21/2 214 2.5
1 -12 Z:ggjgji: 3.00 | 2.82[1.94|2.062 | 1.031 | .75 3/';_116 1.00| M27 x 2 | 343 | 3/8:16x 2 3/4 219 3.9
1 -16 Z:g:jg:i:: 3.00 | 2.82|1.94 | 2.062 | 1.031 | 1.00 3/';_116 1.00| M33x 2 | K343 | 3/816x 2 3/4 219 3.7
114 | -16 Z:gg:ig:i:: 3.503.19|2.40 | 2.312 | 1.188 | 1.25 7/;;?14 1.25| M33x 2 | K378 | 7/16:14 x 3 1/4 222 6.0
111 | -20 ::g::ig:ig: 3.50(3.19|2.40 | 2.312 | 1.188 | 1.25 7/;;?14 1.25| M4z x 2 |78 | 7/16-14 x 3 1/4 222 5.8
11> | -20 2:82:22:28: 4.00 | 3.75[2.90 | 2.750 | 1.406 | 1.50 1/'25_313 1.38| Ma2 x 2 |24 1213 x4 225 9.8
11>  -24 Z:gg:i::i:: 4.00 | 3.75(2.90 | 2.750 | 1.406 | 1.50 1/'25_313 1.38| Mag x 2 |24 1213 x4 225 9.4
2 =24 ::82:;2:22: 4.50 | 4.00 | 2.96 | 3.062 | 1.688 | 1.94 1/'25_313 1.62| Magx 2 | K258 | 1/2:13x4 228 12.6
2 |=-32 Z:gg:;;:gi: 4.25/4.00 | 3.40 | 3.062 | 1.688 | 1.94 1/'25_313 1.62| M0 x 2 | K246 | 1/213 x4 1/2 228 11.5

MOUNTING KITs listed contain carbon steel bolts and Buna N O-Ring. To specifiy stainless Grade 18-8

Please note that using stainless steel bolts may reduce the pressure rating of the assembly.

bolts, add an SS at the end of the kit number (MK 501SS).
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Model 6605 / 6607

GRAND BLANC, MI 48439

MATERIAL:
304L Stainless

Companion Style
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Model 6606 / 6608
800-521-7918 810-953-1380 FAX 810-953-1385 INFO@MAINMFG.COM

SAE BOLT PATTERN 62 SERIES
O G
"Gwe | e | wowsn A B | C|D | EFIFH| K | O e WT
1/> -8 Z:g;:g::g:g 2.00|2.22 | 1.46 | 1.594 | .718 | .50 5/;‘}18 88 |M18 x 1.5| k241 | 5/16718x2 210 1.6
34 =10 g:g;:iijg: 2.50 | 2.811.70 | 2.000 | .937 | .50 3/';_116 1.00 [M22 x 1.5 K242 | 3/8:16x 2 1/2 214 3.0
34 =12 z:g;:iijiz 2.50 | 2.811.70 | 2.000 | .937 | .75 3/':_116 1.00| M27 x 2 | 242 | 3/8:16x21/2 214 2.8
1 [-12 Zzg;:igjig 3.00 | 3.19 | 1.96 | 2.250 | 1.093 | .75 7/:;?14 1.12| M27 x 2 | 35L | 7/16-14 x 2 3/4 219 4.5
1 -16 2282:12:1:: 3.00 | 3.19 | 1.96 | 2.250 | 1.093 | 1.00 7/;;?14 1.12| M33x 2 | 35L | 7/16-14 x 2 3/4 219 4.3
111 | -20 g:g;:ig:ig: 4.00 | 3.75|2.44 | 2.625 | 1.250 | 1.25 1/'25_313 1.38| Mazx 2 |K352 | 1/213x 3 1/4 222 8.3
11/  -24 Zzg;j:j:: 4.00 | 4.50 | 2.96 | 3.125 | 1.437 | 1.50 5/':_611 1.62| Mag x 2 | k293 2/8:11 x4 225 12.0
2 |=-32 g:g;jiji: 5.00 | 5.25 | 3.46 | 3.812 | 1.750 | 1.94 3/’1810 2.00| M60 x 2 |K534 | 3/4:10 x4 1/2 228 19.7

@ Order Separately

NOTE: The pressure rating of the assembly should not exceed the lower of the flange pad or the fitting. Check the fitting manufacturer for details.
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